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DURAY ® from Germany is expert in fluid control; the products are mainly for 
control and measurement of various gases, liquid pressure and flow, including all 
kinds of regulators, back pressure regulators, volume boosters, electronic 
proportional regulators, flow control valves, FRL units, pressure transducers and 
pressure gauge. DURAY ® products are widely used in industry, medical 
equipment manufacturing, Chemical, pharmaceutical, electronics industry and 
laboratory in the world. Regulator products cover an extensive product line ranges 
from large to small port, high pressure to low pressure. We will be your most 
professional pressure control equipment supplier in China. DURAY ® has 
established inventory distribution system in Mainland China, Most commonly used 
models can be shipped within 24 hours after order being released, the expert team 
in China will be always at your service, solving your problems in gas system, fluid 
technology and electronic technology, and we will choose the most suitable 
products to meet the requirements of your condition. 



Versorgungsdruck max. 13 bar

Filters

F504-02DH

F504-02AH

Special options, add the appropriate letter

G1∕8 and G¼

*1 at 7 bar operating pressure and 0.33 bar pressure drop

mounting bracket made of steel BW00-01

NPT connection thread F504-. . . . N

semiautomatic drain RK500SY, max. 12 bar F504-. . . . M

automatic drain RK504SY, max. 12 bar F504-. . . . R

40 106 96 plastic 0.04 29 480 11 5 G1∕8 F504-01AG

    metal    21  F504-01DG

    plastic  36 600 11 20  F504-01AH

    metal    21  F504-01DH

40 106 96 plastic 0.04 31 510 11 5 G¼ F504-02AG

    metal     21  F504-02DG

    plastic 38 640 11 20  F504-02AH

    metal    21  F504-02DH

Miniature filter with manual drain F504

Description Miniature compressed air filter of small, compact design. Ideal for limited space conditions.

Filter element 20 µm, optionally 5 µm, made of propylene

Bowl plastic or metal version

Drainage manual drain as standard, for max. 21 bar
optionally semiautomatic drain, for max. 12 bar

Operating pressure max. 11 bar for plastic bowl
max. 21 bar for metal bowl

Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl and semiautomatic drain version
0 °C to 80 °C / 32 °F to 176 °F for metal bowl
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body: aluminium
Bowl: polyurethane or zinc die-cast Elastomer: NBR/Buna-N

Order example:
F504-01AG

Miniature Compressed Air Filter F504

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of l m³/h*1 l/min*1 bar µm G

CB

A

F504

RK500SY

BW00-01

Ø 5.5

20

17

11

31

Accessories, enclosed
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Versorgungsdruck max. 13 bar

Filters

type D E Ø F
F 35 14 33 4.5
F 75 18 42 5.5
F105 20 58 6.5

mounting bracket made of steel, fixed at the side for F35 BW00-03
  for F75 BW00-04
  for F105 BW00-05

Cube filter with manual drain F35 / F75 / F105

Order example:
F35-01AH

G1∕8 up to G¾

Cube Compressed Air Filter F35 / F75 / F105

Accessories, enclosed

5 µm filter element    F . . . -0. . G
NPT connection thread     F . . . -0. . . N
semiautomatic drain PKF35, piston drain, max. 12 bar for F35 F 35-0. . . S

RK500SY, spring-loaded, max. 12 bar F . . . -0. . . M
automatic drain SA605MD,  max. 12 bar for F75 F 75-0. . . R

SAF105MD,  max. 12 bar for F105 F105-0. . . R

Special options, add the appropriate letter

40 129 108 plastic 0.05 54 900 11 20 G1∕8 F 35-01AH
    metal    21  F 35-01DH
    metal/sight glass    17  F 35-01WH

40 129 108 plastic 0.05 66 1100 11 20 G¼ F 35-02AH
    metal    21  F 35-02DH
    metal/sight glass    17  F 35-02WH

56 160 135 plastic 0.11 114 1900 11 40 G3∕8 F 75-03AJ
    plastic/bowl guard   11  F 75-03BJ
    metal    21  F 75-03DJ
    metal/sight glass    17  F 75-03WJ

56 160 135 plastic 0.11 120 2000 11 40 G½ F 75-04AJ
    plastic/bowl guard   11  F 75-04BJ
    metal    21  F 75-04DJ
    metal/sight glass    17  F 75-04WJ

68 203 169 plastic 0.25 234 3900 11 40 G½ F105-04AJ
    plastic/bowl guard   11  F105-04BJ
    metal    21  F105-04DJ
    metal/sight glass    17  F105-04WJ

68 203 169 plastic 0.25 258 4300 11 40 G¾ F105-06AJ
    plastic/bowl guard   11  F105-06BJ
    metal    21  F105-06DJ
    metal/sight glass    17  F105-06WJ

Description Modular cube pressure regulator of modern design. Threads of ports in body or in adapter plates.
Integrated wall mounting system, no brackets necessary. Many different bowl types available.

Filter element 20 µm or 40 µm, optionally 5 µm or 20 µm, made of polypropylene
Bowl plastic version with or without bowl guard, metal version with or without all-around sight glass
Drainage manual drain as standard, for max. 21 bar

optionally automatic or semiautomatic drain, for max. 12 bar
Operating pressure max. 11 bar for plastic bowl max. 17 bar for metal bowl with sight glass

max. 21 bar for metal bowl without sight glass
Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl and automatic or semiautomatic drain version

0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body: zinc die-cast at F35 and F75, aluminium at F105
Bowl: polyurethane or zinc die-cast Elastomer:  NBR/Buna-N

*1 at 7 bar operating pressure and 0.33 bar pressure drop

F35…F105

A

E

B

D

Ø F

C

F75-03AJ
plastic bowl

F75-03BJ
bowl guard

F75-03DJ
metal bowl

F75-03WJ
all-around sight glass

BW00-05

11

50

54

9

3

7

BW00-03

3

40

7
30

11
40

35

11

7
3

BW00-04

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Versorgungsdruck max. 13 bar

Description Filter of modular design which can be interlocked with all other instruments of the same series without
need for double nipples. The flow on standard filters is from outside to inside; on coalescing filters 0.1 μm 
from inside to outside.

Filter element 5 µm, 20 µm, 80 µm made of sintered polyethylene, 160 µm made of stainless steel,
0.1 µm coalescing filter made of borosilicate

Filtration efficiency coalescing filter: 99.99% at 0.1 µm particle size, residual oil content < 5 mg/m³

Bowl plastic version with bayonet catch, type 042 with connection thread

Drainage manual drain in conjunction with semiautomatic drain, optionally automatic drain, no drain for water

Operating pressure max. 15 bar, max. 7 bar at type 035

Temperature range 0 °C to 50 °C / 32 °F to 122 °F

Material Body: nylon, POM at types 035 and 042 Elastomer: NBR/Buna-N
Bowl: polyamide Inner valve: brass

Filters

Order example:
F035-01H

*1 at 10 bar operating pressure and 1 bar pressure drop, for F035 and 0.1 µm filter element at only 7 bar operating pressure

automatic drain C400200130 for F042 to F095 F0. . -0 . . R

Special options, add the appropriate letter

Plastic filter F0
138 179 167 plastic 0.008 1145 11750 17 20 G1∕8 F035-01H

    plastic 1140 11670  5  F035-01G
    for water w/o drain  1150 11830  80  F035-01J
    coalescing  1117 11115  0.1  F035-01C
142 146 126 plastic 0.02 1172 11200 15 20 G¼ F042-02H

    plastic 1163 1050  5  F042-02G
    for water w/o drain  1179 1320  80  F042-02J
    for water w/o drain  1187 1450  160  F042-02K
    coalescing  1112 1195  0.1  F042-02C
152 174 148 bowl guard 0.04 1150 12500 15 20 G3∕8 F050-03H

     1126 12100  5  F050-03G
     1116 11270  0.1  F050-03C
152 174 148 bowl guard 0.04 1156 12600 15 20 G½ F052-04H

     1132 12200  5  F052-04G
     1117 11280  0.1  F052-04C
163 204 173 bowl guard 0.10 1186 13100 15 20 G½ F075-04H

     1165 12750  5  F075-04G
     1118 11290  0.1  F075-04C
137 204 173 bowl guard 0.10 1192 13200 15 20 G¾ F080-06H

     1168 12800  5  F080-06G
     1118 11300  0.1  F080-06C
195 284 237 bowl guard 0.20 1840 14000 15 20 G1 F095-08H

     1750 12500  5  F095-08G

F035

G1∕8 up to G1

Cube Compressed Air Filter Made of Plastic F035...F095

Accessories, enclosed

F035…F080

K
A

L

F

ØE

D

CB

hose connection
Ø 6 x 4

F095

C
B

65

65

164

105 8.5

Miniatur Filter-Regler-Kombination

miniature filter regulator combination

F050 F095

type D Ø E F K L
F035 8.5 3.5 20 – 36
F042 10.5 4.5 31 – 42
F050/52 16 5.5 41 63 52
F075 17.5 5.5 45 75 63
F080 17.5 5.5 45 – 63

mounting bracket set made of steel for F095 BW00-02

manual drain with semiautomatic drain,
99.99% at 0.1 µm

BW00-02

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Versorgungsdruck max. 13 bar

Filters

Order example:
F20-02WG

*1 at 7 bar supply pressure and 0.33 bar pressure drop

Description Compressed air filter of modular design with exchangeable inserts. Can be interlocked with regulator 
or lubricator without need for double nipples. Each ”maxi” device may be taken from a fixed line in 
seconds by simply removing the mounting bolts.

Filter element 40 µm, optionally 5 µm, made of polypropylene

Bowl metal version with sight glass

Drainage manual drain as standard, optionally automatic or semiautomatic drain, for max. 12 bar

Operating pressure max. 17 bar

Temperature range 0 °C to 70 °C / 32 °F to 158 °F
0 °C to 50 °C / 32 °F to 122 °F for plastic bowl and automatic or semiautomatic drain version

Material Body: zinc die-cast Sight glass: polyurethane
Bowl: zinc die-cast Elastomer: NBR/Buna-N

G¼ up to G1

”Maxi” Compressed Air Filter F20

F20

”Maxi” filter F20
89 191 171 metal/sight glass  0.3 90 1500 17 5 G¼ F20-02WG

     132 2200  40  F20-02WJ

     138 2300  5 G3∕8 F20-03WG
     186 3100  40  F20-03WJ

     216 3600  5 G½ F20-04WG
     288 4800  40  F20-04WJ

111 191 171 metal/sight glass  0.3 294 4900 17 5 G¾ F20-06WG
     408 6800  40  F20-06WJ

     300 5000  5 G1 F20-08WG
     420 7000  40  F20-08WJ

Special options, add the appropriate letter

NPT connection thread   F20-0 .W .N
semiautomatic drain RK500SY, max. 12 bar   F20-0 .W .M
automatic drain SA605MD, max. 12 bar   F20-0 .W .R

mounting bracket set made of steel MK20-0100

MK20-0100

90

3

35

25

44

16

Ø6.5

F20

CB

A

cross section

with manual drain and connection thread, 
supply pressure max. 17 bar

RK500SY SA605MD

Accessories, enclosed

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Filters

Produktgruppe

 Dimensions Bowl Flow rate Filter Connection Order Preis
 A B C Capacity Water Air element  thread number
 mm mm mm l l/min*1 l/min*1 µm G  €

Versorgungsdruck max. 13 bar

B

 mounting bracket made of plastc for FH0 and FH1 BW17-01 5,00
    for FH2 BW17-02 9,00

 Plastic filter FH

Order example:
FH1-01G

G1∕8 to G¾  ,    FDA
for water, gases, vacuum

 Plastic Filter with FDA Approval FH

 Accessories, enclosed

with short bowl *2 shorter filter element, 4 l/min water FH1 only FH0-. . .   o.Mehrpr.
SST filter element metallic tissue 50 µm S; 100 µm  T; 300 µm FH0-. .U + 6,00
     FH1-. .U + 8,00
      FH2-. .U +13,00
EPDM  elastomer FDA approved     FH .-. . . E + 5,00
FKM    elastomer          FH .-. . . V + 5,00

 Special options, add the appropriate letter

 58 93 83 0.06   6   140   5  G1∕8 FH1-01G 24,00
        180 35   FH1-01J 24,00
        200 80   FH1-01L 24,00

 74 95 85 0.06   8   180   5  G1∕4 FH1-02G 24,00
        230 35   FH1-02J 24,00
        300 80   FH1-02L 24,00

 74 99 87 0.06 10   220   5  G3∕8 FH1-03G 24,00
        280 35   FH1-03J 24,00
        300 80   FH1-03L 24,00

 75 103 89 0.06 12   260   5  G1∕2 FH1-04G 24,00
        330 35   FH1-04J 24,00
        350 80   FH1-04L 24,00

*2 flow reduced by 35%, height shortered by 35 mm, bowl capacity 0.014 l

FH

FH1

FH2

operating pressure   max. 10  bar
differential pressure max. 0.7 bar

NBR/Buna-N o-ring
polyamide, polypropylene

 90 124 112  0.17 14   400   5  G3∕8 FH2-03G 43,00
        500 35   FH2-03J 43,00
        520 80   FH2-03L 43,00

 90 128 113  0.17 16   480   5  G1∕2 FH2-04G 43,00
        600 35   FH2-04J 43,00
        620 80   FH2-04L 43,00

 90 133 116  0.17 18   560   5  G3∕4 FH2-06G 43,00
        700 35   FH2-06J 43,00
        720 80   FH2-06L 43,00

*1 at 3 bar operating pressure and 0.3 bar pressure drop

A

B C

35
5.5

51
26

26

55

BW17-02

20

5.5

14

42

15

BW17-01

Ø3

*

*  FH0/1: 23
  FH2:  33

cross section

inlet 
outlet 

Description  Filter made of plastic for compressed air, vacuum, non-corrosive gases or liquids. The flow on the filter 
elements passes from outside to inside. They are largely corrosion-resistant and feature excellent  
chemical stability. Exposure of the filters to direct sunlight must be avoided. Optionally available with 
EPDM elastomers approved by the FDA.     

Filter element 5 µm, 35 µm and 80 µm made of PE, 50 µm, 100 µm and 300 µm made of stainless steel

Bowl made of transparent Grilamid TR55, three different sizes, screwable, without drain

Drainage without drain, as no water separation occurs with compressed air

Operating pressure max. 10 bar at 24 °C / 75 °F Differential pressure   max. 0.7 bar

Temperature range 5 °C to 52 °C / 41 °F to 125 °F 

Cleaning      with lukewarm water and standard rinsing agent

Material Body: polypropylene GFV 20%  Filter element:  polyethylene, optionally stainless steel
 Bowl: Grilamid TR55, transparent Elastomer:       NBR/Buna-N, optionally FKM or EPDM (FDA)

China website: www.duray-control.cn



Versorgungsdruck max. 13 bar

Filters

Order example:
F602-02AG

*1 at 7 bar operating pressure and 0.33 bar pressure drop

Standard compressed air filter    with manual drain F602

G¼ up to G2½

Standard Compressed Air Filter F602

64 152 140 plastic 0.15 58 960 11 5 G¼ F602-02AG
    plastic / bowl guard    11   F602-02BG
    metal / sight glass    17   F602-02WG

64 152 140 plastic 0.15 78 1300 11 40 G¼ F602-02AJ
    plastic / bowl guard    11   F602-02BJ
    metal / sight glass    17   F602-02WJ

64 152 140 plastic 0.15 84 1400 11 5 G3∕8 F602-03AG
    plastic / bowl guard    11   F602-03BG
    metal / sight glass    17   F602-03WG

64 152 140 plastic 0.15 108 1800 11 40 G3∕8 F602-03AJ
    plastic / bowl guard    11   F602-03BJ
    metal / sight glass    17   F602-03WJ

83 161 146 plastic 0.15 108 1800 11 5 G½ F602-04AG
    plastic / bowl guard 0.15   11   F602-04BG

   metal / sight glass 0.15   17   F602-04WG
83 253 238 steel 0.50   21   F602-04EG

83 161 146 plastic 0.15 144 2400 11 40 G½ F602-04AJ
   plastic / bowl guard 0.15   11   F602-04BJ
   metal / sight glass 0.15   17   F602-04WJ

83 253 238 steel 0.50   21   F602-04EJ

116 223 200 metal / sight glass 0.50 318 5300 17 5 G¾ F602-06WG
116 295 272 steel 1.00   21   F602-06EG

    steel / sight glass 1.00   17   F602-06FG

116 223 200 metal / sight glass 0.50 426 7100 17 40 G¾ F602-06WJ
116 295 272 steel 1.00   21   F602-06EJ

    steel / sight glass 1.00   17   F602-06FJ

116 223 200 metal / sight glass 0.50 438 7300 17 5 G1 F602-08WG
116 295 272 steel 1.00   21   F602-08EG

    steel / sight glass 1.00   17   F602-08FG

116 223 200 metal / sight glass 0.50 588 9800 17 40 G1 F602-08WJ
116 295 272 steel 1.00   21   F602-08EJ

    steel / sight glass 1.00   17   F602-08FJ

Description Compressed air filter with high flow. Made of solid design and small size. Proven in operation and suitable
for many applications. Available in all standard sizes and in many versions.

Filter element 40 µm, optionally 5 µm, made of polypropylene
Bowl plastic version with or without bowl guard up to size G½,   metal version with or without bowl guard
Drainage manual drain as standard, for max. 21 bar

optionally internal automatic drain, for max. 12 / 16 bar or external automatic drain, for max. 18 bar
Operating pressure max. 11 bar for plastic bowl

max. 17 bar for metal bowl with sight glass
max. 21 bar for metal bowl without sight glass

Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl and automatic drain version
0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body: zinc die-cast Bowl: polyurethane, zinc die-cast or steel Elastomer: NBR/Buna-N

F602-04AJ
plastic bowl

F602-04BJ
plastic bowl with bowl guard

F602-04WJ
metal bowl with sight glass

 

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Filters

Order example:
F602-10WG

*1 at 7 bar operating pressure and 0.33 bar pressure drop

F602-12WJF.
with connection flange

F602-12FJ
metal bowl with sight glass

G¼ up to G2½

Standard Compressed Air Filter F602

mounting bracket made of steel for G¼ and G3∕8 BW00-07
for G½ BW00-08

NPT connection thread F602- . . . . N
semiautomatic drain RK602SY, max. 12 bar for G¼ and G3∕8 F602- . . . . S
automatic drain SA605MD, max. 12 bar  F602- . . . . R

SA602D, SA603D for steel bowl, max. 18 bar  F602- . . . . Q
SA702MD, max. 16 bar  F602- . . . . W

flange connection see chapter for stainless steel devices / flanges  F602- . . . . F.

Special options, add the appropriate letter

 Standard compressed air filter with manual drain F602
132 242 210 metal / sight glass 0.5  468  7800 17  5 G1¼ F602-10WG
132 315 283 steel 1.0   21   F602-10EG

    steel / sight glass 1.0   17   F602-10FG

132 242 210 metal / sight glass 0.5  630 10500 17 40 G1¼ F602-10WJ
132 315 283 steel 1.0   21   F602-10EJ

    steel / sight glass 1.0   17   F602-10FJ

132 242 210 metal / sight glass 0.5  492  8200 17 5 G1½ F602-12WG
132 315 283 steel 1.0   21   F602-12EG

    steel / sight glass 1.0   17   F602-12FG

132 242 210 metal / sight glass 0.5  660 11000 17 40 G1½ F602-12WJ
132 315 283 steel 1.0   21   F602-12EJ

    steel / sight glass 1.0   17   F602-12FJ

157 332 284 metal / sight glass 0.5 1740 29000 17 40 G2 F602-16WJ
157 405 357 steel 1.0   21   F602-16EJ

    steel / sight glass 1.0   17   F602-16FJ

157 332 284 metal / sight glass 0.5 1800 30000 17 40 G2½ F602-20WJ
157 405 357 steel 1.0   21   F602-20EJ

    steel / sight glass 1.0   17   F602-20FJ

Description Compressed air filter with high flow. Made of solid design and small size. Proven in operation and suitable
for many applications. Available in all standard sizes.

Filter element 40 µm, optionally 5 µm, made of polypropylene
Bowl plastic version with or without bowl guard up to size G½, metal version with or without bowl guard
Drainage manual drain as standard, for max. 21 bar

optionally internal automatic drain, for max. 12 / 16 bar or external automatic drain, for max. 18 bar
Operating pressure max. 11 bar for plastic bowl

max. 17 bar for metal bowl with sight glass
max. 21 bar for metal bowl without sight glass

Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl and automatic drain version
0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body:   zinc die-cast           Bowl:   polyurethane, zinc die-cast or steel          Elastomer:   NBR/Buna-N

F602 cross section

A

B

C

BW00-07

46 7

20

54

15

BW00-08

68 7

20

55

15

Accessories, enclosed

inlet outlet

SA605MDRK602SY

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Accessories, enclosed

G¼ and G½

Order example:
C11-04CJS

C10-04CJS

L10 F504

C11-04CJS

*1 at 7 bar supply pressure, 6 bar outlet pressure and 0.33 bar pressure drop or 1 bar pressure drop at C10/C11

mounting bracket  for C1. BW45-03S
mounting nut  for C1. M45x1,5S

bowl with sight glass max. 17 bar, up to 70 °C / 158 °C for C1. and F1. . 1 . -04 . . . W
NPT connection thread . . . - . . . . . N
automatic drain SA10MDSS, max. 12 bar for C1. and F1. . 1 . -04 . . . R

Special options, add the appropriate letter

140 218 127 B11+L10 48 800  40,3 G½ C11-04CJS

220 162 127 F10+R10+L10 108 1800  C10-04CJS

40 102 94 polypropylene 23 380   20,3 G¼ F504-02DHS
   polypropylene 20 340 50, F504-02DGS
   coalescing 15 250 0.3 F501-02DHS

60 132 127 polypropylene 114 1900   40 G½ F10-04DJS
   polypropylene 102 1700 5,3 F10-04DGS

   coalescing 58 960 0.3 F11-04DJS

60 173 127  180 3000 G½ L10-04DS

FRL service unit  C10-S/C11-S

Filter  F504-S/F10-S

Lubricator L10-S

supply max. 21 bar,  outlet 0.3...9 bar, 40 µm,  
manual drain, relieving, with pressure gauge

supply pressure max. 21 bar, manual drain,
bowl capacity 0.11 l

supply pressure max. 21 bar, 
bowl capacity 0.11 l

Description Compact FRL service unit, filter and lubricator made of stainless steel with high volume flow.
Media compressed air or gases
Supply pressure max. 21 bar
Adjustment by plastic knob with snap-lock
Relieving function relieving, optionally non-relieving
Gauge port G¼ on both sides of the body of (filter) pressure regulator, screw plugs supplied
Filter element 40 µm of polypropylene at C1., 40 µm, 20 µm and 5 µm of polypropylene and 0.3 µm of borosilicate
Bowl stainless steel version without sight glass, optionally with sight glass
Drainage manual drain as standard for max. 21 bar, optionally automatic drain for max. 12 bar
Temperature range 0 °C to 50 °C / 32 °F to 122 °F for automatic drain version

0 °C to 70 °C / 32 °F to 158 °F for stainless steel bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for stainless steel bowl without sight glass

Material Body: stainless steel 316, material no. 1.4401
Spring cage: glass fibre-reinforced plastic Elastomer: FKM
Bowl: stainless steel 316, material no. 1.4401 Inner valve: stainless steel and plastic

Stainless Steel FRL Service Unit, Filter and Lubricator C10-S / F10-S / L10-S

Dimensions Description Flow Filter Connection Order
A B C  rate element thread number

mm mm mm  m³/h*1 l/min*1 µm G

B B

C C

A A

B BC C

A

A

C11-S C10-S L10-S F…-S

43

53

9
6

BW45-03S

16
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Accessories, enclosed

Order example:
F3000-01

Versorgungsdruck max. 13 bar

G1∕8 to G2, max. 50 bar
up to 130 °C / 266 °F

*1 at 7 bar operating pressure and 0.33 bar pressure drop

F3000-04

F3000-02

Special options, add the appropriate letter

mounting bracket for G¼ and G3∕8 BW00-17S
for G½ and G¾ (A6) BW00-18S

  for G¾ (06) and G1 BW00-19S

5 µm filter element   for G¼ (02) and G¾ (A6) F3000- . . G
  for G¾  and G1 F3000- . . G

for G1½ and G2 F3000- . . G
NPT connection thread F3000- . . N
up to 130 °C / 266 °F high temperature version  F3000- . .X54
manual drain max. 30 bar for G¼ (02) to G2 F3000- . . H
automatic drain max. 16 bar F3000- . . R
EPDM elastomer F3000- . . E
FKM   elastomer   F3000- . . V
nitrogen N2: 07 ammonia NH3: 02 carbon dioxide CO2: F3000- . . 03
argon Ar: 05 helium He: 09 hydrogen H2: F3000- . . 11
methane CH4: 13 oxygen O2: 15 propane C3H6: F3000- . . 16
nitrous oxide N2O: 17     water H2O: F3000- . . W
flange connection see end of the chapter / flanges F3000- . . F.

40 95 82 0.04 45 750 50 50 G1∕8 F3000-01
    45 750  G¼ F3000-A2

65 120 107 0.15 54 900 50 50 G¼ F3000-02
    60 1000  G3∕8 F3000-03

80 145 123 0.28 150 2500 50 50 G½ F3000-04
   162 2700  G¾ F3000-A6

100 191 165 0.58 432 7200 50 50 G¾ F3000-06
    432 7200  G1 F3000-08
200 258 223 1.00 900 15000 50 50 G1½ F3000-12

    960 16000  G2 F3000-16

Stainless steel filter, up to 50 bar with screw plug, 50 µm F3000

Description Filter with bowl without sight glass completely made of stainless steel, extremely robust, suitable
for compressed air, gases or liquids. Application examples are the chemistry, petroleum processing
as well as food industry and medical technology.

Filter element 50 µm, optionally 5 µm, made of stainless steel
Bowl stainless steel version without sight glass
Drainage screw plug as standard, optionally manual drain (max. 30 bar) or automatic drain (max. 16 bar)
Operating pressure max. 50 bar (without drain)
Temperature range 0 °C to   60 °C / 32 °F to 140 °F for NBR/Buna-N or FKM

0 °C to 130 °C / 32 °F to 266 °F for high temperature version 
for appropriately conditioned compressed air down to -20 °C / -4 °F

Material Body: stainless steel 316L, material no. 1.4404
Bowl: stainless steel 316L, material no. 1.4404
Elastomer: NBR/Buna-N, optionally FKM
Inner valve: stainless steel 316L, material no. 1.4404

Filter Made of Stainless Steel Throughout, up to 50 bar F3000

Dimensions Bowl Flow Operating Filter Connection Order
A B C capacity rate pressure element thread number

mm mm mm l m³/h*1 l/min*1 max. bar µm G

         ) cross section

inlet

BW00-17S

BW00-19S

outlet

BW00-18S

P
P
P

P
P
P

Filters
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Filters

Order example:
FM-01

Versorgungsdruck max. 13 bar

G1∕8 to G2, max. 50 bar
-40 to 130 °C / -40 to 266 °F

*1 at 7 bar operating pressure and 0.33 bar pressure drop

FM-08H

FM-02H

Special options, add the appropriate letter

mounting bracket made of stainless steel for G¼ and G3∕8 BW00-17S
  for G½ and G¾ (A6) BW00-18S

    for G¾ (06) and G1 BW00-19S

Accessories, enclosed

5 µm filter element  for G¼ (02) and G¾ (A6) FM- . . G
  for G¾ (06) and G1 FM- . . G

for G1½ and G2 FM- . . G
NPT   connection thread FM- . . N
downn to -40 °C /  -40 °F low temperature version  FM- . . X51
up to 130 °C / 266 °F high temperature version FM- . . X54
FKM elastomer   FM- . . V
manual drain max. 30 bar FM- . . H
automatic drain made of SST, max. 16 bar for G¼ (02) to G2 FM- . . R

for water 50 µm only  for G¼ (02) to G2 FM- . . W
flange connection see chapter for stainless steel devices / flanges FM- . . F.

40 95 82 brass 0.04 45 750 50 50 G1∕8 FM-01

0.04 45 750   G¼ FM-A2

65 147 133 stainless steel 0.15 54 900 50 50 G¼ FM-02

     0.15 60 1000   G3∕8 FM-03

80 145 123 stainless steel 0.28 150 2500 50 50 G½ FM-04

     0.28 162 2700   G¾ FM-A6

100 191 165 stainless steel 0.58 432 7200 50 50 G¾ FM-06

     0.58 432 7200   G1 FM-08

180 308 223 stainless steel 1.00 900 15000 50 50 G1½ FM-12

     1.00 960 16000   G2 FM-16

Brass filter up to 50 bar with screw plug,  operating pressure max. 50 bar,  50 µm FM

Description Filter with bowl without sight glass, extremely robust, for compressed air, non-corrosive gases or liquids.

Filter element 50 µm, optionally 5 µm, made of stainless steel

Bowl stainless steel version without sight glass

Drainage screw plug as standard, optionally manual drain (max. 30 bar) or automatic drain (max. 16 bar)

Operating pressure max. 50 bar (without drain)

Temperature range 0 °C to   60 °C / 32 °F to 140 °F for NBR/Buna-N or FKM,
for appropriately conditioned compressed air down to -20 °C / -4 °F

   0 °C to 130 °C /   32 °F to 266 °F for high temperature version
-40 °C to   60 °C / -40 °F to 140 °F for low temperature version

Material Body: brass
Bowl: stainless steel 316L, material no 1.4404, brass at FM-01/-A2
Elastomer: NBR/Buna-N, optionally FKM 
Inner valve: brass and plastic (not at high temperature version)

Compressed Air Filter Made of Brass, up to 50 bar FM

  0) cross section

inlet outlet

nitrogen N2: 07 carbon dioxide CO2: 03 argon Ar: FM- . . 05
helium He: 09 hydrogen H2: 11 methane CH4: FM- . . 13
oxygen O2: 15 propane C3H6: 16 nitrous oxide N2O: FM- . . 17

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of l m³/h*1 l/min*1 bar µm G
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Versorgungsdruck max. 13 bar

Filters

Order example:
F445-03EL

*1 at 7 bar operating pressure and 0.33 bar pressure drop  *2 reduced from the next bigger filter size

F445-08EL, 40 bar

F465-08EL, 60 bar

mounting bracket made of steel for G3∕8 and G½ BW00-15
for G¾ and G1 BW00-16

Accessories, enclosed

High pressure filter up to 40 bar with manual drain, 99.999% at 0.01 µm F445

High pressure filter up to 60 bar with manual drain, 99.999% at 0.01 µm F465

40/60 bar, up to G2
0.01 / 5 / 40 µm

Description Compressed air filter for up to 60 bar operating pressure with various filter elements.
Mounting in horizontal position, flow direction indicated by arrow.

Filter element 5 µm and 40 µm made of sintered bronze,
0.01 µm coalescing filter made of borosilicate fibres with stainless steel jacket and foam protection

Filtration efficiency coalescing filter: 99.999% based on 0.01 μm particle size

Bowl metal version without sight glass

Drainage manual drain as standard

Supply pressure max. 60 bar 

Temperature range 0 °C to 90 °C / 32 °F to 194 °F, for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body:  black, anodized aluminium
Bowl:  brass at G3∕8 to G1, aluminium at G1½ and G2
Elastomer:  NBR/Buna-N

High Pressure Filter up to 60 bar F445 / F465

F445/  F465

for oxygen specially cleaned F4 . 5- . . .15

Special options, add the appropriate letter

A

C

B

34

10

22

Ø4

36

16

5.5

16

41

BW00-15

50

12

22

Ø6.5

56

14

7

20

BW00-16

Dimensions Bowl Flow  Filter Connection Order
A B C Design Capacity rate element thread number

mm mm mm made of / with l m³/h*1 l/min*1 µm G

  65 185 160 metal 0.08 160 2700 40 G3∕8*2 F465-03EL
      170 2800  G½ F465-04EL

80 200 170 metal 0.10 354 5900  G¾*2 F465-06EL
      360 6000  G1 F465-08EL

65 185 160 metal 0.08 160 2700 5 G3∕8*2 F465-03GL
      170 2800  G½ F465-04GL

80 200 170 metal 0.10 264 4400 G¾*2 F465-06GL
      270 4500  G1 F465-08GL

65 185 160 metal 0.08 90 1500 0.01 G3∕8*2 F465-03IL
      100 1600  G½ F465-04IL

80 200 170 metal 0.10 132 2200  G¾*2 F465-06IL
      138 2300  G1 F465-08IL

62 200 170 metal 0.08 160 2700 40 G3∕8*2 F445-03EL
      170 2800  G½ F445-04EL

80 210 165 metal 0.10 200 3300  G¾*2 F445-06EL
      210 3500  G1 F445-08EL

140 285 243 metal 0.30 1200 20000  G1½*2 F445-12EL
     1300 22000  G2 F445-16EL

62 200 170 metal 0.08 160 2700 5 G3∕8*2 F445-03GL
      170 2800  G½ F445-04GL

80 210 165 metal 0.10 160 2700 G3∕4*2 F445-06GL
      170 2800  G1 F445-08GL

140 285 243 metal 0.30 900 15000  G1½*2 F445-12GL
     1000 18000  G2 F445-16GL

62 200 170 metal 0.08 90 1500 0.01 G3∕8*2 F445-03IL
      100 1600  G½ F445-04IL

80 210 165 metal 0.10 145 2300  G¾*2 F445-06IL
      150 2500  G1 F445-08IL
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Versorgungsdruck max. 13 bar

Filters

Order example:
FD-01UH

FD-02MH

FD-04MJ

FD-01KH FD-01LH

G1∕8 up to G2 
0.01 / 5 / 20 / 50 µm

40 97 74 plastic/short 0.02 21 350 12 20 G1∕8 FD-01UH
40 148 125 plastic/long 0.05   12   FD-01LH
40 114 91 plastic 0.03   12   FD-01KH
40 148 125 metal/sight glass 0.05   16   FD-01MH
40 148 125 metal 0.05   16   FD-01NH

40 148 125 metal/sight glass 0.05 4 70 16 0.01  FD-01MI

40 97 74 plastic/short 0.02 24 400 12 20 G¼ FD-02UH
40 148 125 plastic/long 0.05   12   FD-02LH
40 114 91 plastic 0.03   12   FD-02KH
40 148 125 metal/sight glass 0.05   16   FD-02MH
40 148 125 metal 0.05   16   FD-02NH

40 148 125 metal/sight glass 0.05 4 70 16 0.01  FD-02MI

64 180 137 metal/sight glass 0.20 132 2200 16 50 G3∕8 FD-03MJ
64 180 137 metal 0.20   16   FD-03NJ

64 180 137 metal/sight glass 0.20 27 450 30 0.01  FD-03MI

64 180 137 metal/sight glass 0.20 144 2400 16 50 G½ FD-04MJ
64 180 137 metal 0.20   16   FD-04NJ

64 180 137 metal/sight glass 0.20 30 500 16 0.01  FD-04MI

90 206 162 metal/sight glass 0.50 420 7000 16 50 G¾ FD-06MJ
90 206 162 metal 0.50   16   FD-06NJ

90 206 162 metal/sight glass 0.50 84 1400 16 0.01  FD-06MI

90 206 162 metal/sight glass 0.50 510 8500 16 50 G1 FD-08MJ
90 206 162 metal 0.50   16   FD-08NJ

90 206 162 metal/sight glass 0.50 102 1700 16 0.01  FD-08MI

Compressed air filter, series ”D”   with semiautomatic drain, 99.99 % at 0.01 µm FD

Description Good value zinc die-cast regulator of solid design. Wall mounting through two drilled holes.
Filter element 0.01 µm coalescing filter, 20 µm and 50 µm, optionally 5 µm or 50 µm, made of propylene
Filtration efficiency coalescing filter: 99.99% based on 0.01 µm particle size
Bowl plastic version normal, short or long metal version with or without sight glass
Drainage semiautomatic drain as standard, for max. 16 bar

optionally manual drain, for max. 30 bar or automatic drain, for max. 16 bar
Operating pressure max. 12 bar for plastic bowl max. 16 bar for metal bowl with sight glass

max. 30 bar for metal bowl without sight glass 
Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl or (semi-) automatic drain version

0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body: zinc die-cast at sizes G1∕8 and G¼
aluminium at sizes G3∕8 to G2

Bowl: polyurethane or zinc die-cast Elastomer: NBR/Buna-N

Compressed Air Filter Series ”D”, up to 30 bar FD

FD-01/-02 FD-03/-04 cross section

A A

B
B

C

C

30 51Ø4.5
Ø5.5

*1 at 7 bar operating pressure and 0.33 bar pressure drop

  inlet outlet

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G
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Versorgungsdruck max. 13 bar

Filters

Order example:
FD-10MJ

*1 at 7 bar operating pressure and 0.33 bar pressure drop

G1∕8 up to G2 
0.01 / 5 / 20 / 50 µm

Special options, add the appropriate letter

Compressed Air Filter Series ”D”, up to 30 bar FD

Description Good value zinc die-cast regulator of solid design. Wall mounting through two drilled holes.
Filter element 0.01 µm coalescing filter, 20 µm and 50 µm, optionally 5 µm or 50 µm, made of propylene
Filtration efficiency coalescing filter: 99.99% based on 0.01 µm particle size
Bowl plastic version normal, short or long metal version with or without sight glass
Drainage semiautomatic drain as standard, for max. 16 bar

optionally manual drain, for max. 30 bar or automatic drain, for max. 16 bar
Operating pressure max. 12 bar for plastic bowl max. 16 bar for metal bowl with sight glass

max. 30 bar for metal bowl without sight glass
Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl or (semi-) automatic drain version

0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass
for appropriately conditioned compressed air down to -30 °C / -22 °F

Material Body: zinc die-cast at sizes G1∕8 and G¼
aluminium at sizes G3∕8 to G2

Bowl: polyurethane or zinc die-cast Elastomer: NBR/Buna-N

Compressed air filter, series  ”D”  with semiautomatic drain, 99.99% at 0.01 µm FD
150 206 162 metal/sight glass  0.5 570 9500 16 50 G1¼ FD-10MJ

    metal  0.5   16   FD-10NJ

150 206 162 metal/sight glass  0.5 114 1900 16 0.01 FD-10MI

150 206 230 metal/sight glass  0.5 600 10000 16 50 G1½ FD-1AMJ
    metal  0.5   16   FD-1ANJ

150 206 230 metal/sight glass  0.5 120 2000 16 0.01 FD-1AMI

199 293 230 metal/sight glass  1.5 1800 30000 16 50 G1½ FD-12MJ
    metal  1.5   16   FD-12NJ

150 293 230 metal/sight glass  1.5 360 6000 16 0.01 FD-12MI

199 293 230 metal/sight glass  1.5 1800 30000 16 50 G2 FD-16MJ
    metal  1.5   16   FD-16NJ

150 293 230 metal/sight glass  1.5 360 6000 16 0.01  FD-16MI

Dimensions Bowl Flow Supply Filter Connection Order
A B C Design Capacity rate max. element thread number

mm mm mm made of / with l m³/h*1 l/min*1 bar µm G

FD-1AMJ

FD-16MJ

 FD-08MJ

FD-10/-1A cross section

A

B

C

only G1¼
and G1½

90
76 Ø6.5

FD-12/-16

A

B
C

76 Ø8.5

inlet outlet

5 µm filter element   for G1∕8 to G½ FD-0. . G

for G¾ to G1 FD-0. . G

  for G1½ to G2 FD-1. . G

50 µm filter element  for G1∕8 and G¼ FD-0. . J

operating pressure 30 bar only for metal bowl with manual drain  FD- . . N. H

manual drain max. 16 bar FD- . . . . H

automatic drain draining through float valve,  max. 16 bar for G3∕8 to G2 FD- . . . . R
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Versorgungsdruck max. 13 bar

Filters

Order example:
FB100-03C

diff. pressure gauge without contact, up to 250 bar FB. . . - . . D
diff. pressure gauge without contact, up to 350 bar FB. . . - . . D
manual drain needle valve  up to 350 bar FB. . . - . . . H

needle valve  up to 500 bar FB. . . - . . . H

   Filtration efficiency Residual oil content Δp*1

5      µm filter element 99.99999%, < 5 mg/m³, 0.04 bar FB. . . - . . X5
1      µm filter element 99.99999%, < 0.1 mg/m³, 0.04 bar FB. . . - . . X1
0.01 µm filter element 99.99999%, < 0.01 mg/m³, 0.08 bar FB. . . - . . XA
0.01 µm filter element 99.99999%, < 0.003 mg/m³, 0.04 bar FB. . . - . . AC

Special options, add the appropriate letter

FB350-04CDH
accessories: gauge and manual drain

FB100-03CH
accessory: manual drain

60 117 17 stainless steel / 0.04 40 660 G3∕8 FB100-03C
79 140 21 w/o manual drain 0.10 100 1660 G3∕8 FB100-A3C
78 214 23 0.40 270 4500 G½ FB100-04C
78 264 23  0.50 460 7660 G½ FB100-A4C

114 270 30  1.20 680 11300 G¾ FB100-06C
114 420 30  1.90 1200 20000 G1 FB100-08C
174 481 50  2.90 1700 28000 G1½ FB100-12C
174 784 50  5.40 3400 55000 G2 FB100-16C

60 117 17 stainless steel / 0.04 52 860 G1∕4 FB350-02C
79 140 21 w/o manual drain 0.10 130 2160 G3∕8 FB350-03C
78 214 23  0.40 351 5850 G3∕8 FB350-A3C
78 264 23 0.50 598 9960 G½ FB350-04C

114 270 30 1.20 884 14730 G¾ FB350-06C
114 420 30 1.90 1560 26000 G1 FB350-08C
174 481 50 2.90 2210 36830 G1 FB350-A8C
174 784 50 5.40 4420 73660 G1½ FB350-12C

High pressure filter up to 100 bar FB100

High pressure filter up to 350 bar FB350

D

Description The filter separates oil, water and solid impurities from compressed air, gases and many media used in
chemistry, petroleum processing, food industry and medical technology.

Filter element Fabric of borosilicate fibre A 901 with high-volume fiberglass bed. Coalescing effect based on
Brownian motion. With stainless steel jacket and internal draining layer. An arrow indicates flow
from inside to outside.

Filtration efficiency 99.99% based on 25 μm particle size, residual oil content ≤ 10 mg/m³, Δp= 0.03
Service life Large filter volume through folding makes for exceptionally long service life and high capacity for

collection of solid particles with low differential pressure.
Filter change The filter must be changed a differential pressure of 0.35 bar on,or after one year at the latest.
Drainage without drain as standard, optionally with manual drain
Operating pressure max. 500 bar
Temperature range 1 °C to 60 °C / 34 °F to 140 °F at coalescing filter and filter element X1

1 °C to 40 °C / 34 °F to 104 °F at filter element XA
1 °C to 25 °C / 34 °F to   77 °F at filter element AC

Material Body: stainless steel 304, material no. 1.4301  Elastomer: NBR/Buna-N

Stainless Steel High Pressure Regulator up to 500 bar FB

w/o manual drain,   99.99% at 25 µm 
residual oil content ≤ 10 mg/m³

FB

A

B

C

*1 inital pressure drop  *2 at max. operating pressure

Dimensions Bowl Flow  Connection Order
A B C Design Capacity   rate*2 thread  number

mm mm mm made of / with l m³/h l/min G

w/o manual drain,   99.99% at 25 µm 
residual oil content ≤ 10 mg/m³

High pressure filter up to 500 bar FB500

60 117 17 stainless steel / 0,04 56           930 G1∕4 FB500-02C
79 140 21 w/o manual drain 0,10 140 2330 G3∕8 FB500-03C

113 221 25  0,40 378 6300 G3∕8 FB500-A3C
113 271 25 0,50 644           10730 G½ FB500-04C
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Micro in-line filter F400
Description Micro in-line filters are widely used in medical and process technology for cleaning compressed air

for use in instruments and pneumatic logic systems. The micro in-line filter removes particles, oil and
mist from compressed air. Also suitable for vacuum.

Filter element The borosilicate micro-filter is manufactured in a special vacuum process which reduces the adhesive
properties of the borosilicate fibres down to a minimum in order to achieve outstanding filtering capability.
When saturated with oil, the filter turns red to indicate that replacement is required.

Filtration efficiency 99.999% based on 0.03 μm particle size Operating pressure max. 9 bar
Connection Fitted with nipples able to take up hoses of 4.3 mm (11/16˝) or 6.3 mm (¼˝) internal diameter.

Flow direction from INside to OUTside to be noted.

Bronze in-line filter 137
Description Bronze in-line filter for compressed air with coarse impurities.
Filter element 90 µm, optionally 5 µm, made of sintered bronze
Operating pressure max. 21 bar Drainage with or without manual drain

Filters

In-Line Filter F400 / 137

137-04

137-04A

F400

Order example:
F400

*1 at 7 bar operating pressure and 0.1 bar pressure drop

67 63 32 without 39 650 21 90 G¼ 137-02
    manual drain 42 700   G3⁄8 137-03
     44 740   G½ 137-04

    39 650 21 20 G¼ 137-02H
     42 700   G3⁄8 137-03H
     44 740   G½ 137-04H

     19 320 21 5 G¼ 137-02V
     21 350   G3⁄8 137-03V
     22 370   G½ 137-04V

67 79 48 with 39 650 21 90 G¼ 137-02A
    manual drain 42 700   G3⁄8 137-03A
     44 740   G½ 137-04A

    39 650 21 20 G¼ 137-02AH
     42 700   G3⁄8 137-03AH
     44 740   G½ 137-04AH

     19 320 21 5 G¼ 137-02AV
     21 350   G3⁄8 137-03AV
     22 370   G½ 137-04AV

Bronze in-line filter      operating pressure max. 21 bar 137

Micro in-line filter 99.999% at 0.3 µm, discolouration at saturation, max. 9 bar F400
87 43 Ø 27 borosilicate 4.2 70 9 0.3 Ø 4 and Ø 6 F400

    micro filter

0.3 µm coalescing
5 / 90 µm

Dimensions Description Flow Operating Filter Connection Order
A B C  rate pressure element thread number

mm mm mm m³/h*1 l/min*1 max. bar µm nipple / G

137-… 137-…A.

87

22

Ø7

Ø27

Ø4.9

22

F400
cross section

Ø2.7

filter element transparent
plastic housing

A

B

C

A

B

C
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Versorgungsdruck max. 13 bar

Filters

Order example:
G2/50V

D

  Filtration efficiency Residual oil content Δp*1

1 µm filter element 99.9999 %, < 0.5 mg/m³, 0.03/0.10 bar G. . / . . . ZP
0.01 µm filter element 99.99999 %, < 0.01 mg/m³, 0.06/0.15 bar G. . / . . . XP
0.01 µm filter element 99.99999 %, < 0.001 mg/m³, 0.12/0.28 bar G. . / . . . XP4
activated carbon  < 0.003 mg/m³ 0.03 bar G. . / . . . . A
diff. pressure gauge  not for no. G2/50V G. . / . . . . D
without manual drain G. . / . . . . H

mounting bracket set   made of steel for part no. G2 BW00-09
  for part no. G3 to G7 BW00-10
  for part no. G9 to G13 BW00-11

High pressure filter up to 50 bar     with manual drain, 99.99% at 3 µm G . /50

High pressure filter up to 100 bar   with manual drain, 99.99% at 3 µm G . /100

61 200 186 aluminium / 0.17 75 1250 G¼ G 2/50V
87 245 224 manual drain 0.50 125 2080 G¼ G 3/50V
87 245 224  0.50 175 2920 G3∕8 G 5/50V
87 315 294  0.60 250 4170 G½ G 7/50V

130 350 307  1.60 450 7500 G¾ G 9/50V
130 450 407  2.50 750 12500 G1 G11/50V
130 525 482  3.00 1175 19600 G1½ G12/50V
130 755 712  4.50 1750 29100 G1½ G13/50V
164 735 687  6.00 2600 43300 G2 G14/50V

90 330 305 aluminium / 0.35 120 2000 G¼ G 3/100V
90 330 305 manual drain 0.35 180 3000 G3∕8 G 5/100V
90 395 370  0.50 300 5000 G½ G 7/100V

116 445 420 steel / 1.40 550 9100 G¾ G 9/100V
116 530 505 manual drain 2.00 850 14100 G1 G11/100V
125 640 607  2.90 1175 19600 G1½ G12/100V
125 900 867  4.30 1750 29100 G1½ G13/100V
155 925 880  6.90 2700 45000 G2 G14/100V

Special options, add the appropriate letter

Description The filter separates oil, water and solid impurities from compressed air or non-corrosive gases.
It is resistant to mineral and synthetic oils.

Filter element  Fabric of borosilicate fibre A 901 with high-volume fiberglass bed. Coalescing effect based on 
Brownian motion. With stainless steel jacket and internal draining layer. An arrow indicates flow 
from inside to outside.

Filtration efficiency 99.99% based on 3 μm particle size, Δp= 0.02/0.07 bar*, see special options for further filters
Service life Large filter volume through folding makes for exceptionally long service life and high capacity for

collection of solid particles with low differential pressure.
Filter change The filter must be changed as from 0.35 bar differential pressure or after one year at the latest.
Drainage manual drain as standard
Operating pressure max. 50 bar or 100 bar
Temperature range 1 °C to 80 °C / 34 °F to 176 °F at coalescing filter  

1 °C to 40 °C / 34 °F to 104 °F at activated carbon filter
Material Body: chromated and powder-coated cast aluminium at all 50 bar devices and at 100 bar 

devices of sizes G¼ to G½ , powder-coated steel at 100 bar devices of G¾ to G2 bar
Elastomer: NBR/Buna-N

50 / 100 bar, up to G2
0.01 / 1 / 3 µm

High Pressure Filter up to 100 bar G50 / G100

G7/50VD
with differential pressure gauge

G7/50V

B C

A

Accessories, enclosed

G50 / G100

mounting bracket D E F  ØG H
BW00-09 120 100 25 6.5 40
BW00-10 157 135 30 8.5 50
BW00-11 230 195 65 13 70

BW00-10

25

50

Ø8.5

BW00-11

32

70

Ø13

BW00-09

50

40

Ø6.5

Dimensions Bowl Flow  Connection Order
A B C Design Capacity   rate*2  thread  number

mm mm mm made of / with l m³/h l/min G

D
E

F

ØG

*2 at max. operating pressure

China website: www.duray-control.cn



Versorgungsdruck max. 13 bar

B C

A

Filters

*1 pressure drop, dry/wetted

250 / 350 bar, up to G2 
0.01 / 1 / 3 µm

Description The filter separates oil, water and solid impurities from compressed air or non-corrosive gases. 
 It is resistant to mineral and synthetic oils.
Filter element Fabric of borosilicate fibre A 901 with high-volume fiberglass bed. Coalescing effect based on 
 Brownian motion. With stainless steel jacket and internal draining layer. An arrow indicates flow 
 from inside to outside.
Filtration efficiency 99.99% based on 3 μm particle size, Δp= 0.02/0.07 bar*, see special options for further filters
Service life Large filter volume through folding makes for exceptionally long service life and high capacity 
 for collection of solid particles with low differential pressure.
Filter change The filter must be changed as from 0.35 bar differential pressure or after one year at the latest.
Drainage manual drain as standard Operating pressure max. 250 bar or 350 bar
Temperature range 1 °C to 80 °C / 34 °F to 176 °F at coalescing filter, up to 100 °C / 212 °F short-term 
 1 °C to 40 °C / 34 °F to 104 °F at activated carbon filter
Material Body: chromated and powder-coated cast aluminium at sizes G¼ to G½, 
  powder-coated steel at sizes G¾ to G2 
 Elastomer: NBR/Buna-N

 High pressure filter up to 250 bar    with manual drain, 99.99% at 3 µm G . /250

 High pressure filter up to 350 bar    with manual drain, 99.99% at 3 µm G . /350

  85 330 305 aluminium / 0.35  125  2 080 G¼ G 3/250V
  85 330 305 manual drain 0.35  220  3 670 G3∕8 G 5/250V
  85 395 370  0.50  400  6 670 G½ G 7/250V
 116 445 420 steel / 1.40  900 15 000 G¾ G 9/250V
 116 530 505 manual drain 1.90 1400 23 300 G1 G11/250V
 125 640 607  4.20 1750 29200 G1½ G12/250V
 125 900 867  4.20 2900 48300 G1½ G13/250V
 125 925 880  6.80 4500 75000 G2 G14/250V

  85 330 305 aluminium / 0.35  130  2170 G¼ G 3/350V
  85 330 305 manual drain 0.35  250  4 170 G3∕8 G 5/350V
  85 395 370  0.50  450  7 500 G½ G 7/350V
 116 445 420 steel / 1.40 1020  17 000 G¾ G 9/350V
 116 530 505 manual drain 1.90 1500  25 000 G1 G11/350V
 125 640 607  4.20 1950  32 500 G1½ G12/350V
 125 900 867  4.20 3200  53 300 G1½ G13/350V
 125 925 880  6.80 5000  83 300 G2 G14/350V

 Special options, add the appropriate letter

G9/250VD 
with differential pressure gauge

G9/250V

 High Pressure Filter up to 350 bar G250 / G350

  filtration efficiency residual oil Δp*1 
 1    µm filter element 99.9999  %, < 0.5  mg/m³, 0.03/0.10 bar G. . / . . . ZP
 0.01 µm filter element 99.99999 %, < 0.01 mg/m³, 0.06/0.15 bar G. . / . . . XP
 0.01 µm filter element 99.99999 %, < 0.001 mg/m³, 0.12/0.28 bar G. . / . . . XP4
 activated carbon   < 0.003 mg/m³ 0.03 bar G. . / . . . . A
 diff. pressure gauge      G. . / . . . . D
 without manual drain      G. . / . . . . H

 mounting bracket set    made of steel for part no. G3 to G7 BW00-10
   for part no. G9 to G13 BW00-11

 Accessories, enclosed

 mounting bracket D E F  Ø G H
 BW00-10 157 135 30  8.5 50
 BW00-11 230 195 65  13 70G250 / G350

 Dimensions Bowl Flow  Connection Order
 A B C design capacity rate  thread  number
 mm mm mm made of / with l m³/h l/min G

BW00-10

25

50

Ø8.5

BW00-11

32

70

Ø13

H

D
E

F

Ø G

Order example:
G3/250V
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Versorgungsdruck max. 13 bar

Filters

Order example:
G2V

1 / 3 µm, up to G2
0.5 mg/m3 residual oil

Pre-filter V
Description Coarse and dust filter for removing water and

solid impurities.
Filter element Cellulose-acetate fabric, folded in star shape.

Inner and outer supports of stainless steel.
Flow from outside to inside.

Filtration efficiency 99.99% based on 3 μm particle size

Service life Star-form folding of the filter fabric increases
surface area by five times, achieving long
service life. 

Filter change Cleaning required as from 0.35 bar differential
pressure. Solid impurities removed by blowing from
inside to outside. Oil to be cleaned in soap suds.

Drainage automatic drain as standard, optionally manual drain
Material Body/Bowl: chromated and powder-coated cast aluminium

Micro Pre- and Universal Coalescing Filter G . V / G . Z

G7V

G7VD
with differential pressure gauge

Universal filter Z
Filters out oil, water and solid impurities. Resistant
to mineral and synthetic oils.
Borosilicate fibre A 901 with SST jacket and internal
draining layer. Extremely deep fiberglass bed and
great void volume achieve coalescing effect.
99.9999% at 1 μm particle size,
residual oil content ≤ 0.5 mg/m³
The filter is folded for exceptionally long service
life. This enables many more solid particles to be
collected than possible with low differential pressure.
The filter must be changed as from 0.35 bar
differential pressure or after one year at the latest.

Temperature range 1 °C to 80 °C / 34 °F to 176 °F
Operating pressure max. 16 bar

Dimensions Bowl Flow  Filter Connection Order
A B C Design Capacity rate element thread number

mm mm mm made of / with l m³/h*1 l/min*1 µm G

*1 At 7 bar operating pressure and open outlet. Pressure drop in new condition: 20 mbar on pre-filter
    and 30 mbar on universal filter. The maximum permissable flow rate is 10% higher than the indicated value.

61 165 151 aluminium / 0.17 30 500  1 G¼ G 2Z
87 215 194 automatic drain 0.50 48 800   G¼ G 3Z
87 215 194  0.50 70 1160   G3∕8 G 5Z
87 285 264  0.65 100 1660   G½ G 7Z

130 325 282  1.60 180 3000   G¾ G 9Z
130 425 382  2.50 300 5000   G1 G11Z
130 525 482  3.00 468 7800   G1½ G12Z
130 725 682  4.50 696 11600   G1½ G13Z
164 825 777  6.00 936 15600   G2 G14Z

61 165 151 aluminium / 0.17 30 500  3 G¼ G 2V
87 215 194 automatic drain 0.50 48 800   G¼ G 3V
87 215 194  0.50 70 1160   G3∕8 G 5V
87 285 264  0.65 100 1660   G½ G 7V

130 325 282  1.60 180 3000   G¾ G 9V
130 425 382  2.50 300 5000   G1 G11V
130 525 482  3.00 468 7800   G1½ G12V
130 725 682  4.50 696 11600   G1½ G13V
164 825 777  6.00 936 15600   G2 G14V

Micro pre-filter 3 µm G . V

Micro universal filter 1 µm G . Zwith automatic drain,   99.9999% filtration efficiency, 
residual oil content ≤ 0.5 mg/m³,  max. 16 bar

mounting bracket set    made of steel for part no. G2 BW00-09
  for part no. G3 to G7 BW00-10
  for part no. G9 to G13 BW00-11

Accessories, enclosed

differential pressure gauge for part no. G3 to G14 G . . . D
manual drain   G . . . H
further sizes

Special options, add the appropriate letter

mounting bracket D E F ØG H
BW00-09 120 100 25 6.5 40
BW00-10 157 135 30 8.5 50
BW00-11 230 195 65 13 70

C
B

A

Flow rate conversion factor for other operating pressures
operating pressure [bar] 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
factor 0.25 0.38 0.5 0.65 0.75 0.88 1 1.13 1.25 1.38 1.5 1.63 1.75 1.88 2 2.13

with automatic drain, 
99.99% filtration efficiency,  max. 16 bar

G . .

BW00-10

25

50

Ø8.5

H

D
E

F

ØG

BW00-11

32

70

Ø13

BW00-09

50

40

Ø6.5
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Filters

Order example:
D11-04

D608-04DW

D11-04W D11-04

NPT connection thread D . . . -04 . N

manual drain instead of automatic drain for D11 D11  -04 . H

manual drain instead of automatic drain for D608 D608-04 . H

automatic drain internal, SA702MD, max. 16 bar for D608 D608-04 . R

Special options, add the appropriate letter

54 134 metal 0.12 SA605MD 12 G½ D11-04

   metal / sight glass   D11-04W

95 159 plastic / bowl guard 0.25 SA603D 12 G½ D608-04D

   metal / sight glass   18 D608-04DW

Condensate / tank drain                with automatic drain D11/ D608

Description The condensate drain collects any liquid which has accumulated in the compressed air circuit.
It is to be installed at the lowest point in the compressed air plant.

Bowl plastic version with bowl guard at D608
metal version with or without sight glass at D11, with sight glass at D608

Drain D11: internal automatic drain as standard for max. 12 bar, optionally manual drain
D608: external automatic drain as standard for max. 18 bar,

optionally internal drain for max. 16 bar without manual drain
Operating pressure max. 12 bar at plastic bowl

max. 12 bar or 16 bar at metal bowl with internal automatic drain
max. 18 bar at metal bowl with external automatic drain

Temperature range 0 °C to 50 °C / 32 °F to 122 °F for plastic bowl
0 °C to 70 °C / 32 °F to 158 °F for metal bowl with sight glass
0 °C to 80 °C / 32 °F to 176 °F for metal bowl without sight glass

Material Body: zinc die-cast Sight glass: polyurethane
Bowl: polyurethane or zinc die-cast

G½

Condensate Drain / Tank Drain D11 / D608

Dimensions Bowl Automatic Operating Connection Order
A B      Design Capacity drain pressure thread number

mm mm     made of / with l  max. bar G

examples of use

air supply from
compressor

main compressed 
air line

compressed air line

tank drain

tank drain

ball valve

ball
valve

SA605MD
internal drain

D11-04W

SA603D
external drain

A

B

D608

A

B
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Versorgungsdruck max. 13 bar

Filters

*1 at 6 bar operating pressure to atmosphere

Order example:
SFE-02

mounting bracket made of steel for G¼ up to G¾ BW00-20

for G1 up to G2 BW00-21

Accessories, enclosed

SFE-04

SFE-03

8 131 77 28 30 500    G¼ SFE-02

8 131 77 28 35 580    G3⁄8 SFE-03

12 181 90 36 75 1250    G½ SFE-04

12 181 90 36 100 1670    G¾ SFE-06

15 254 110 50 175 2920    G1 SFE-08

70 287 110 50 200 3330    G1¼ SFE-10

70 312 110 50 200 3330    G1½ SFE-12

70 312 110 50 200 3330    G2 SFE-16

Filter silencer operating pressure max. 16 bar SFE

Description The exhaust filter/sound silencer treats all exhaust air issued by pneumatic devices:
1) Removing environmentally harmful oil particles from oily exhaust air
2) Silencing exhaust air noise

Filtration efficiency > 99.99%, residual oil content < 0.01 mg/m³

Noise reduction > 40 dB (A) at 1 m

Service life approx. 2,500 operating hours, depending on contamination

Drainage The bowl is emptied by means of an overflow valve or by opening the manual drain.

Operating pressure max. 16 bar

Temperature range 2 °C to 100 °C / 36 °F to 212 °F

Material Housing: polypropylene at G¼ and G3⁄8, aluminium at G½ to G2
Filter: micro fibreglass and polyurethane

Filter Silencer SFE

G¼ up to G2

Dimensions Flow  Connection  Order
A B ØC A/F rate thread number

mm mm mm mm m³/h*1 l/min*1  G

filter silencer

SFE

filter structure

A

B

polyester-coated
plastic or
aluminium
cap

coalescing
silencing
element

manual sump
(translucent) with 
manual overflow 
drain valve

cross section

1

2

3

A/F

C

BW00-21

15

70

63

Ø5.5

BW00-20

13

56

53

Ø5
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